
SERVICE ALERT
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DISCLAIMER: These Guidelines are solely supplements to the vehicle manufacturer’s repair manuals and are provided for informational purposes only. We will not warrant its accuracy or completeness 
and assume no responsibility for any loss, injury, damage or expense directly or indirectly due to errors or omissions or arising out of or relating to use or reliance on the information contained herein. The 
information contained herein is not intended to replace manufacturer’s operating or safety instructions and is subject to change without notice. 
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Thank you for purchasing an AAE EPS (Electric Power Steering) unit 
remanufactured by CRP Industries Inc.
Always refer to the vehicle manufacturer’s repair manual for proper removal, 
installation and testing procedures. In the event, you do not have the necessary 
experience, tools or instructions for the procedure, you must request the services 
of an ASE certified technician.

EPS Installation Guidelines

Guidelines

• Avoid impact to any electronic parts such as the EPS motor assembly and the 
Electronic Control Unit (ECU).

• Do not pull on any wire harnesses when installing or moving the EPS unit.

• Steering gears must be centered to the correct pinion clock position before 
installation in the vehicle.

• Certain EPS units require calibration and/or programming. Please refer to the 
vehicle manufacturer’s repair manual. 

• Vehicle wheel alignment services may be required after replacing the EPS unit.

• Improper installation may result in hazardous steering operation and will void the 
product warranty.

For any questions about your newly purchased steering unit, contact the AAE Tech 
Support Hotline at 1-800-654-7565.


